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CONSTRUCTION DETAILS: LINE OF EASEMEN SHEET. S I U >N R O -
| 2. REMOVE EXISTING HANDHOLE IN THE TIP OF THE MEDIAN
A. USE EXISTING BASE MOUNTED CABINET AND CONTROLLER. THAT IS TO BE REMOVED.
B.  USE EXISTING HANDHOLE. 3. ALL SIGNAL HEADS AND SIGNS DENOTED WITH "A® SHALL BE UTILITY LEGEND
‘G USE EXISTING CONDUIT. IN OPERATION DURING SIGNAL CONSTRUCTION AND SHALL BE G—G GAS MAIN
WITH A 250 WATT HPS LAMP AND LUMINAIRE. ALSO CUT, CLEAN, GALVANIZE, AND CAP TRAFFIC SIGNAL STRUCTURE. 4. CONTRACTOR SHALL VERIFY THE SIZE OF THE FLANGE PLATE, S S SEWER MAIN
E. INSTALL 70 FT.MAST ARM ON EXISTING POLE WITH VEHICULAR SIGNALS HEADS AND SIGNS (NOTE: BAG SIGNAL HEADS AND SIGNS CONNECTING BOLTS, AND BOLT SIZES PRIOR TO ORDERING THE EA E ELECTRIC CABLES
UNTIL DIRECTED BY ENGINEER). PROPOSED 70 FT.MAST ARM. T AERIAL CABLEAS
F. INSTALL TEMPORARY SIGNAL HEADS AND SIGN ON EXISTING MAST ARM. TELEPHONE CABLES
G. RELOCATE EXISTING SIGNAL HEADS AND SIGN ON MAST ARM.
H. INSTALL ELECTRICAL HANDHOLE. NOTES A aoneno 0.2 PHASE 3 ULTIMATE
Jo INSTALL IIN. LIQUID TIGHT FLEXIBLE NON-METALLIC CONDUIT FOR DETECTOR SLEEVE. 05 20703
K. INSTALL 3 IN.(SCH 80) PVC ELECTRICAL CONDUIT-TRENCHED. l. ALL PAVEMENT MARKINGS SHOWN ARE PROPOSED AND UNLESS OTHERWISE NOTED, EVISIONS T APPROVAL S
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M. INSTALL 4 iN.(SCH 80) PVC ELECTRICAL CONDUIT-BORED. ARE TO BE INSTALLED BY OTHERS IN ACCORDANCE WITH S.H.A. STANDARDS COMS TRUCTION ON W0, 140 ORIGINAL / ) Office of Traffic & Safely
N. INSTALL 24 IN. HEAT APPLIED THERMOPLASTIC WHITE PAVEMENT MARKINGS FOR STOP LINE. oTs i | TEAM LEADER, TRAFFIC ENGINEERING DESIGN DIVISION
0. INSTALL MICRO-LOOP NON INVASIVE PROBE SET WITH 1000 FT.LEAD IN. - b 1071999 REDLIE REVISON SIDE STREET / TRAFFIC ENGINEERING __D_ESIGN DIVISION
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